
HYDROSTATIC PRESSURE TRANSMITTER
model SP-540L

* Stainless steal case and sensor membrane
* Output signal 4 ÷ 20 mA - 2-wire connection
* Power supply - 12 ÷ 32 V DC
* Accuracy - 0.5 % F.S.
* For water, liquids and oils level measurement

GENERAL DESCRIPTION
The transmitter model SP-540L is designed for hydrostatic level
measurement. It is suitable for various industrial applications. The
transmitter can be used either as a stand alone unit or as a part of
a measurement and control system. The case and the sensor
membrane are from stainless steal, thus the transmitter is pur-
posed for liquids, water, oils, gases, vapours, etc. The transmitter
could be disinfected and sterililized and thus is suitable for use in
food mediums.
The transmitter uses a pieso-sensor for pressure measurement. The output signal from this sen-
sor is transformed into current output. Precise temperature compensation of the zero and span
is provided.

TECHNICAL SPECIFICATIONS
Working environment liquids, gases and food mediums
Material stainless steal case, cable - PVC
Measuring range on request - from 0. . .1 mH2O up to 0. . .200 m H2O
Output signal 4 ÷ 20 mA - 2-wire connection
Power supply 12 ÷ 32 V DC
Accuracy 0.5 % F.S.
Non-linearity < 0.2 % F.S.
Additional temperature error < 0.05 % / °C
Ambient temperature 0 . . . 23°C . . . 55 °C
Overflow up to 150 % F.S.
Electrical insulation > 20MΩ when the voltage between the terminals and the

case is up to 50V DC
Mounting flange mountable with bare membrane for food mediums
Working position horizontal
Weight < 0.5 kg
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